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Airflow & Power Consumption Specifications
Airflow Characteristics 70 kPa (0.7 kgf/cm®)
= = Rated Pressure 0.7 bar
‘E 7 0247 2 9.96 psig
=) 60Hz ) ) 3.5 L/min
6 I 0.212 R ey 0.124 cfm
s . 100 kPa (1.0 kgf/cm?)
) Maximum Pressure 1.0 bar
4 oH TN 0.141 14.2 psig
S0Hz \ Rated Voltage 115V AC 230V AC
3 0.106 -
Power Consumption 20W 25W
2 N 0.071 Rated Frequency 60 Hz 50 Hz
§ q \ 0.035 Rated Performance 3,000 hours
z \ a Outlet 4.7 mm O.D. hose barb
0 50 100 150  (kPa) Duty Cycle Continuous
0.5 1.0 1.5 (kgficm?) - - - -
7.11 14.2 213  (psig) Coil Insulation Class E or its equivalent (JETL) and B for UL
) ) . . 75 (L) x 88 (W) mm
Disch I ——
ischarge pressure Mounting Dimensions 2-61/64" (L) x 3-15/32" (W)
. . ! 1.7 k
Power Consumption Characteristics Weight 37 Lt?s
g : 200 mm
25 \ 50Fiz Leadwire Length 7.7/8"
Please read the page of “How to Use This Catalog” first for correct use of compressors and pumps.
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. 60Hz Application Examples
SN Air Bearing for Precision Nebulizer
" Machines
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83 o 50 100 150  (kPa)
25 05 1.0 15 (kgflem?)
oo 7.11 14.2 213 (psig)
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Dimensional Outline Drawing (Unit: mm)
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