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DC Motor-Driven Diaphragm Pump

DC Pump model DPO125A
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Further miniaturization
expands its range of applications
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Application Example

- Offering a more compact design 1
aud - 2.5 times more durable
than the previous model DP0125 Disinfectant T
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Specifications

Model DP0125A Airflow Characteristics
-33.3 kPa (-250 mmHg)* g4 oM g
Attainable Vacuum -333 mbar 3
-9.84 in.Hg 3 0.106
P, 2.5 L/min
Free Air Displacement 0,088 cfm 2 0.071
Rated Voltage 12V DC LI 0.035
o
30 kPa (0.3 kgf/cm?) £ . .
Maimum Pressure 0.3 bar imiidg| 500 250 200 180 0o S0 o1 62 03 04 08 [em
4.27 psig [psig] -5.80 -4.84 -3.87 -2.90 -193 -0.97 142 284 427 569 711 [psig]
[in.Hg] -11.8 -9.84 -7.87 -591 -3.94 -1.97
Maximum Current 05 A Vacuum Discharge pressure >
(Reference) :
Duty Cycle Continuous Electric Current Characteristics
= 06
Rated Performance (MTTF) 1000 hours
Inlet 3 mm O.D. straight barb 04
Outlet 3 mm O.D. straight barb /\’\
Coil insulation Class Class E equivalent 02
oF
A . 32 (L) x 32.5 (W) mm 52
Mounting Dimensions 1-17/64" (L) x 1 - 9/32" (W) 23
[kPa] -40.0 -33.3 -267 -200 -133 -67 0 10 20 30 40 50 [kPa]
el e B0 Mo B % 02 05 & % ek
Weight 0 1255 ?_bs [.ﬁ’ﬂg} 118 -9.84 787 -5.91 -394 -197 R
. Vacuum Discharge pressure >
*Consult with us for continuous use at pressures other than -33.3 kPa to 30 kPa.

External Dimensions

Performance Characteristics Cha

Mounting Hole Pitch Comparison
(No changes from the previous model)
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*1: The circular area indicates the
diaphragm's operating space. Ensure no
objects come into contact with this area
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NI - o Mounting Dimensions of Rubber Feet
Plate Thickness:t=2 mm
e | N Hole Diameter: $3+0.1 mm
€ |
o

Rubber Feet *2/
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