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26G

For liquid-cooling unit for servers

Optimal solutions for
Direct Liquid Cooling (DLC) piping to enhance
High Performance Computing (HPC) efficiency

Suitable for use in power electronics applications

Dedicated model

Brass

Aluminum alloy

Blind Mate TypeNEW

Aluminum alloyAluminum alloyAluminum alloyAluminum alloyAluminum alloy

BrassBrassBrassBrassBrass

• Under the condition that the hose is filled with fluid and the socket and plug are   
  unconnected, if the hose is bent or the fluid temperature rises, the internal pressure    
  may exceed the working pressure and this may cause the valve to pop out. Always 
  use expansion joints and safety valves in the piping, and make sure that the internal 

pressure will not exceed the working pressure.
• Although this product accepts a certain amount of misalignment against eccentricity, 
  the durability may decrease if the connection and disconnection is repeated in a 
  constantly misaligned state.
• Install the socket and plug within 2.0 mm diameter of eccentricity from their center axes.

R ead without fail and ob serv e the " I nstructions for CO MP ACT  Z E R O S P I L L  CU P L A Blind Mate T ype"  that comes with the product and the following  pag es in
the Q uick  Connect Coupling s G eneral Catalog ;  [ P recautions R elating  to the U se of AL L  CU P L A] .

30.214.9

Specifications

Body material

Model
S ock etP lug S ock etP lug

CZ L BM-1P -16M CZ L BM-1S -16M CZ L BM-2P -18M CZ L BM-2S -18M

Brass (N ick el plated)
 Aluminum alloy*3  (P lug : Hard anodiz ed /  S ock et: N ick el plated)

* 4: Assig n the actual pressure P  [ MP a]  to the ab ov e formula to calculate the load F. T he load F is the repulsiv e force g enerated in CU P L A.

Flow Rate – Pressure Loss Characteristics
[ T est conditions]      - Fluid : Water     - T emperature : 23˚C±5˚C

Cv value
CO MP ACT  Z E R O S P I L L  CU P L A

Blind Mate T ype

CZLBM-1S-16M
×

CZLBM-1P-16M
0.76

CZLBM-2S-18M
×

CZLBM-2P-18M
1.49

Flow rate in L/min
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Model

Minimum Cross-Sectional Area (mm2)

Minimum 
cross-sectional area

CZLBM-1S-16M×CZLBM-1P-16M CZLBM-2S-18M×CZLBM-2P-18M

0.040.02

Model

Volume of
air inclusion

CZLBM-1S-16M×CZLBM-1P-16M CZLBM-2S-18M×CZLBM-2P-18M

0.0230.015

Model

Volume of
spillage

CZLBM-1S-16M×CZLBM-1P-16M CZLBM-2S-18M×CZLBM-2P-18M

Suitability for Vacuum

Volume of Spillage per Disconnection May vary depending upon the usage conditions. (mL)

Admixture of Air on Connection May vary depending upon the usage conditions. (mL)

P lease contact us if v acuum is required for your application.

Repulsive Force When Connected (N)

F= (P ×180)+65F= (P ×120)+50

Model
Repulsive force
generated during
connection*4

* 3: P lease contact us b efore adopting  the product since aluminum alloy may cause
     electrochemical corrosion depending  on the operating  env ironment.

* 1: T he normal allowab le fluid pressure under continuous use.
     E xceeding  the work ing  pressure may cause damag e and leak ag e.
* 2: T he operab le temperature rang e depends on the operating  conditions.

Size (Thread)

Torque
M16×1
17 { 173}

M18×1
21 { 214}

Maximum Tightening Torque Nm {kgf •cm}

Flow Direction

Fluid flow can b e b i-directional when sock et and plug  are connected.

Interchangeability
S ock et and plug  of different siz es cannot b e connected.

CZLBM-1S-16M×CZLBM-1P-16M CZLBM-2S-18M×CZLBM-2P-18M

Acceptable distance between plates (mm)

38 to 4036 to 38

Model

Acceptable distance
between plates

CZLBM-1S-16M×CZLBM-1P-16M CZLBM-2S-18M×CZLBM-2P-18M

• The inclination of socket and plug must be within 0.4° during connection or 
  disconnection.
• When connecting, connect socket and plug together tightly without a gap. However, it 
  can be used even when the gap is 2.0 mm. If the gap exceeds 2.0 mm, the flow will 
  be reduced.
• Do not make the fluid freeze.
• Do not exceed the recommended maximum tightening torque when screwing in to the 
  male or female thread of CUPLA for installation.
• After installing CUPLA, always perform a leak test before use.

Safety Guide

Size (Thread)

Seal material

Pressure unit
Working pressure *1

Seal material

E thylene-propylene rub b er

Mark

E P DM

Working
temperature range

-10˚C to +100˚C

Remarks

S tandard material

101.0 10 145

M16×1 (Male thread) M18×1 (Male thread)
MPa kgf/cm2 bar PSI

Working temperature
range *2

C22en

Quick Connect Couplings for Temperature Control Equipment Piping

Products Comply
with RoHS Directive



Allowable eccentricity
on connection

2 mm
diameter

Acceptable distance
between plug and socket

2 mm

Allowable inclination

0 to 2 mm

2 mm
diameter

1 mm

Center axis

Minimized
spillage

0.4° Center

Allows for more flexibility in the design of racks and units.

Center
1 mm

1 mm

1 mm

1 mm

1 mm from the center axis

0.4° from the center axis

2 mm distance

2 mm2 mm

0.4°0.4°

Allowable eccentricity on connection

Allowable inclination

Acceptable distance

Feature 1

Feature 2

Feature 3

Feature 4

Plug Socket

Plug Socket

Plug Socket

Unique valve design minimizes both liquid spillage
and air ingress on connection and disconnection

Unique valve structure to
minimize the liquid spillage

Plug

CZLBM-1・2SP type

Model
Dimentions (mm)

Brass Brass

CZLBM-1P-16M M16×1
CZLBM-2P-18M M18×1

L C φD H (WAF)

Mass (g)
Model

CZLBM-1S-16M
CZLBM-2S-18M

42 24 20 Hex.18 M16×1
43 25 23 Hex.21 M18×1

T
(48.2) (33.2) 23 Hex.21
(51.2) (36.2) 26.5 Hex.24

M16×1
M18×1

Dimentions (mm)

L C φD H  (WAF)

Mass (g)

Socket
Models and Dimensions 　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　   WAF : WAF stands for width across flats.
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Model

CZLBM-1S-16M
CZLBM-1P-16M

L2L1 L3 T

M16×1

Maximum
outer diameter

26.5 mm

Plug

Plug

Socket

Socket

Dimensions for Mounting

Plug CZLBM-2S-18M
CZLBM-2P-18M

Dimentions (mm)

Application
(Thread)

Application
(Thread)

M16×1
M18×1

207

φD2φD1

+0.05
  016.5     

+0.05
  018.5     

T

- A Dip Mold Dust Cap is equipped as standard. - A Dip Mold Dust Cap is equipped as standard.
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