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Pneumatic Needle Scaler

JETCHISEL 1ooe JT-10

Super Ilghtkwelght and
palm-5|zed

. Remove weld slag, riust and ET
e Easily change needles W|thout any tools
. * 1.6 mm dia. Needles for detalled work
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- - steel needles
b | 500 g arelalsoavailable
\_ (With hose) as option

Equipped with
a flow control lever
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Needle Scaler

JETCHISEL
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Change needles without tools

Push in the'b:ending portion of the safety band
i and loosen the lock ring, then take out

the needle supporter.

Palm-sized and easy to grip design

Needle supporter.
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Remove paint EDeburr die casting Remove weld slag

Specifications External dimensions
Model JT-10
Air Pressure MPa (bar, PSI) 0.6 (6, 85) (69 [2.72') 161.3[6.35"]
Air Consumption (No-load) m*min (CFM) 0.10 (3.6) 6.5 [0.256"] (Stroke length)
Strokes per Minute min”" (SPM) 5500 (5500) a
Number of needles used pes 7 = E’@
Standard length of needle mm (inch) 120 (4.72) Sl ‘ @ '}X{' %
Mass (Weight) kg (Ibs) 0.5 (1.1) with air hose u:v | |
Accessories Included + 7 pieces of 1.6 mm x 120 mm « ) g Re1/8 \
e
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Steel Needles

* Air Hose E Ass'y (Unit: mm [inch])
JET CHISEL Series Optional items
Slim model Small and Lightweight model Universal model Medium-duty model = 1.6 mm x 120 mm Needles
AJC-16 lightweight model ~ JC-16 JEX-24 JT-20
JT-16
-
" . tb_
A R
Heavy-duty model Reduced vibration model ~ Reduced vibration model  Electric type
JEX-28 JEX-20 JEX-2800A EJC-32A

NITTO KOHKI CO., LTD.

@@ www.nitto-kohki.co.jp/e/

(Stainless Steel)

+ 50 pes./set (PN: TB10658) + 25 pcs./set (PN: TB11516)

+ 50 pcs./set (PN: TB10659)
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